MODEIS: Wright Cyclone R and GR-1820F-55, ~65

1.C. NUMBER: T.C. 198

Model - Cyclone R and GR-1820F-55 R and GR-1820F-65
Type - 9RA pDirect drive or 16:11 Direct drive or 16:11
reduction gearing reduction gearinrg

Rating (with low
impeller gear ratio) 7.14:1 -
Maximum continuous,
hg, rpm, in.Hg., at:
Rated rressure

altitude (ft.) 760-2100-34.5-5800 810-2550-35.4-6000
Sea level pressure
altitude 730-2100-34.5-S.L. 810-2350-37.0-S.L.
Take-off (one minute),
hg, rpm, in.Hg. 875-2200-39.0 900-2350-40.0
Rating (with high
impeller gear ratio) 10:1 --

Maximum continuous,
hp, rgm, in.HBg., at:
Rated pressure

altitude (ft.) 675-2100-33.5-15300 675-2100-33.5-15300

Take-off (one minute),

hp, rpm, in.Hg. 640-2100-35.5 --
Fuel (minimum octane

aviation gasoline) 87 --
Eore and stroke, in. 6.125 x 6.875 -
CLisplacement, cu. in. 1823 -
Ccmpression ratio 6.40:1 -
weight (dry), 1bs. 1012 (direct), 1107 (geared) -
Eropeller shaft,

SAE No. 40 (direct), 50 (geared) .-
LwargureETaon STIOMDEXY NATr/r Carourecor witn

2-3/8 in. venturi, Holley C.G.
1375 ¢, E, F, H OR Chandler-Evans

. 1375 DA-1 carburetor -
Ignition, dual Scintilla SF9L, SFILN1, SFILN2,
i . SF9L3, or SFI9L4 magnetos -
Certification basis Approved Type Certificate No. 198
Froduction basis Production Certificate No. 8

NCTE 1. Maximum permissible cylinder head, barrel, and oil inlet temperatures, 500 F.
and 200 degrees F., respectively. ’ ‘ pe " ’ degrees ¢ 325 degrees



